
TECHNICAL SPECS

EVOLVE
Test Method Result

Thickness ISO 2589 1,1 ± 0,2 mm
PASS

Tensile Strength ISO 3376
≥15 N/mm²
PASS

Tearing Strength
(Progressive Tear)

ISO 3377 ≥18,0 N
PASS

Stitch Tear Strength
(Punch Tear)

ISO 23910
≥88,95N
PASS

Color Fastness to Rubbing
500 Dry / 200 Wet Cycles

ISO 11640 ≥4 / 5
PASS

Color Fastness to Perspiration
100 Cycles

ISO 11641
≥4 / 5
PASS

Color Fastness to Light
Xenon (Suntest)

ISO 105-B02
Method 2

≥4
PASS

Abrasion Resistance
(Martindale)

ISO 17076-1
≥20.000x
no wear · PASS

Finish Adhesion ISO 11644 ≥ 3,5N / 1 cm
PASS

Fogging SAE J1756
≥80% Reflectance
PASS

Flammability
(Fire Test)

R118.03 ≤100mm/min
PASS

PVC Migration DIN EN ISO 15701
≥3 Evaluation
Grey Scale · PASS

Flex Resistance DIN EN ISO 5402-1 ≥70.000x
no crack · PASS
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